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WATERWORKS NOTES:

1.  WATERMAIN PRESSURE PIPE TO CSA B137.3,

CERTIFIED "AS-CONSTRUCTED"

2111-02219-0

JUNE 2006

Crystal Mountain 

Ski Resort Expansion

Westbank, B.C.

CRYSTAL MOUNTAIN SKI RESORT EXPANSION

WESTBANK, B.C.

THIS DRAWING AND DESIGN SHALL NOT BE USED, REUSED OR REPRODUCED

WITHOUT THE CONSENT OF McELHANNEY CONSULTING SERVICES LTD.

McELHANNEY CONSULTING SERVICES LTD. WILL NOT BE HELD

RESPONSIBLE FOR THE IMPROPER OR UNAUTHORIZED USE OF

THIS DRAWING AND DESIGN.

INFORMATION SHOWN ON THESE DRAWINGS REGARDING EXISTING UTILITIES IS

COMPLILED FROM SOME RECORD DRAWINGS AND SOME SURVEYS, AND MAY

NOT BE COMPLETE OR FULLY ACCURATE.  PRIOR TO CONSTRUCTION THE

CONTRACTOR SHALL EXPOSE AND CONFIRM THE LOCATIONS AND ELEVATIONS

OR ALL EXISTING UTILITIES AND ADVISE THE ENGINEER OF ANY POTENTIAL

CONFLICTS.
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