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PROJECT West Pine Quarry 2680 TEST METHOD Tracked Excavator
DISTRICT Peace DATE October 09 2024
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From| To | < o MEARERE © wl = w © < Notes
24-01|TP24-01 | 0.0 | 35 [ 35 |GP-GM| 6 [15]|79[20] 15 GP-GM|[6.2|14.8]| 79
24-02 |TP24-02 | 0.0 | 3.0 [ 3.0 [GP-GM| 7 [15]|78[ 20| 15 GP-GM|[7.5|14.7| 77.8
24-03 |TP24-03 | 0.0 | 3.0 [ 3.0 [GP-GM| 6 [ 15| 79[ 20| 15 GP-GM|[5.7]12.3]| 82
24-04 | TP24-04 | 0.0 | 3.5 [ 35 |GP-GM| 6 [15]|79[20] 15 GP-GM|[6.3|12.7| 81
24-05| TP24-05 | 0.0 | 2.5 [ 2.5 |GP-GM| 10 [ 20| 70| 20| 15 GP-GM| 11 ]22.1| 67.4
24-06 | TP24-06 | 0.0 | 3.0 [ 3.0 [GP-GM| 6 [ 15| 79[ 20| 15 GP-GM|[7.1]12.4] 80.5
24-07 | TP24-07 | 0.0 | 3.0 [ 3.0 [GP-GM| 7 [18|75[ 20| 15 GP-GM|[8.4]18.1] 73.5
24-08 | TP24-08 | 0.0 | 3.5 [ 35 |GP-GM| 7 [18|75[20] 15 GP-GM| 8 |17.6| 744
24-09 | TP24-08 | 0.0 | 15[ 15|GP-GM| 7 [ 18] 75|20 15 did not go deeper due to slope and very hard surface to dig through
24-10 Sx;ﬁ;'g B GP 022]|978]| 2 |14.8(832| 39 [ 111 2.656/2.694| 0.58/0.70 digging into 75mm crush stockpile for samples. Pit Run
Stockpile - fines/sand/gravel makeup is based stockpiled material as-is. Crush

24-11 WSQ11 GP 0|11]989]|1.7|15.1| 83.2| 50 | 14.2 2.665/2.701 0.64/0.53 fines/sand/gravel results are after material was crushed in the lab.




