1300

L —

3/4” N.P.T. FEMALE COUPLING
(TAP AFTER GALVANIZING)

T STOCK NUMBER LABEL

(SEE DRAWINGS MS325.1 TO .3)

|=— 1 1/4” I.P.S. SCHEDULE 80 PIPE

APPROX. MASS

10 kg

90¢

GUSSET

[ ——

— |43

1200

SMALL
SIGN LUMINAIRE PIPE BRACKET

(SN2109)
(FOR SIGNS UP TO ‘1500 HIGH)

GUSSET

3/4” N.P.T. FEMALE COUPLING
(TAP AFTER GALVANIZING)

1l STOCK NUMBER LABEL
(SEE DRAWINGS MS325.1 TO .3)

|=—1 1/4” 1.P.S. SCHEDULE 80 PIPE

3/4" N.P.T. FEMALE COUPLING
(TAP AFTER GALVANIZING)

1900

STOCK NUMBER LABEL
(SEE DRAWINGS MS325.1 TO .3)

|=— 1 1/4” I.P.S. SCHEDULE 80 PIPE

————

APPROX. MASS

14 kg

90¢

GUSSET

1600
LARGE

SIGN LUMINAIRE PIPE BRACKET
(SN2111)

(FOR SIGNS 2100 HIGH UP TO 2400 HIGH)

— |43

Description

Date

SIGN LUMINAIRE PIPE BRACKETS

DETAILS

!
).
g [
3 APPROX. MASS
12 kg
908
GUSSET
M
<+
*
1200
MEDIUM
(SN2110)
(FOR SIGNS 1800 TO 2100 HIGH)
NOT TO SCALE
NOTES -
1. SEE MATERIAL STANDARD SPECIFICATIONS CHAPTER .
301 — TRAFFIC SIGNAL, LUMINAIRE, AND SIGN POLE ]
STRUCTURES FOR ADDITIONAL INFORMATION. H
2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED. ‘
3. ‘SN’ DENOTES MINISTRY STOCK NUMBER. 0
B
A

SIGN_LUMINAIRE PIPE_BRACKET LENGTH MODIFIED
SIGN_LUMINAIRE PIPE_BRACKET LENGTH MODIFIED
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