**MATERIALS**

1. STRUCTURAL BACKFILL TYPE 1 (75% mixed Ft Run Gravel)
   - Not required beneath Type 1 Wall
   - 0.5m thick beneath Type 2 and Type 3 Walls
2. STRUCTURAL BACKFILL TYPE 2 (1m water dense) 0.3m thick
3. BACKFILL TYPE 3 (Approved native Ft or Ft Run Gravel)
4. GRANITE BLOCK
5. REBAR UNDERSIZED - 0.4m thick
6. REBAR - 0.8m thick
7. TOP SOIL - 0.4m thick

**NOTES**

1. FOR GENERAL NOTES REFER TO DWG 0404
2. FOR STEEL, SHEET PILE DETAILS REFER TO DWG 4044 AND 4045
3. FOR CONCRETE RETAINING WALL DETAILS REFER TO DWG 4049
4. FOR DRAINAGE DETAILS REFER TO DWG 4044

**SECTION**

- STA 350.000 shown
- STA 327.000 to STA 350.000 similar

**SECTION**

- STA 380.000 shown
- STA 350.000 to STA 380.000 similar

**SECTION**

- STA 350.000 shown
- STA 290.000 to STA 327.000 similar

**SECTION**

- STA 360.000 shown
- STA 350.000 to STA 360.000 similar