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BCTS Safe Road Use Plan 
	Template 23-2                               	



Worksite location:  From: _____________To: ______________
Reference Contracts #_______________________________________________
References TSL’s #____________________________________________________
BCTS Representative: _________________________________________________
Other Owners Representatives: ______________________________________
________________________________________________________________________
Other Employers present: ____________________________________________
___________	_____________________________________________________________
The purpose of this template is to provide a framework for the development of a Safe Road Use Plan.  This is to ensure safe and coordinated use of the access networks.  This template should be developed with the full participation of all other owners and users where other systems have not already met the coordination needs.  The access corridor which is associated with the worksite (TSL/Contract) including all roads built or not from the project area to any controlled road should be included in this safe road use plan (SRUP).  A controlled road being any Hwy. or public road controlled by the RCMP.

	ROAD STATUS
	Describe Portion of Access being planned

	Public road
	

	FSR(s)
	

	Road Permits
	

	Other
	

	Hazard or Considerations
	Strategy/ Agreement/ Expectation/ Control

	Road Use

	Nature of use
	

	Vehicle configurations
	

	Intensity of use (Increase or Decrease)
	

	Season of use
	

	Other use expected - industry, public
(Consider season and implications to project) 
	

	Road User Group 
	

	Existing authorizations 
	

	Emergency response protocols in place (including first aid and transport of injured workers)
	

	INFRASTRUCTURE

	Engineered structures
	

	Load ratings and dynamics
	

	Road surface
	

	Road prism
	

	 Line of site
	

	Steep Grades over 18%
	

	Turnouts 
	

	Design and construction supports intended use
	

	Known Hazard sites 
(such as avalanche or talus slopes unstable terrain or where water courses may pose risk to road stability or use)
	

	Maintenance strategies and responsibilities
	

	COMMUNICATION/Traffic Control

	Signage (status and accuracy)
	

	Radio protocols
	

	Other traffic control systems (consider status and efficacy of existing controls)
	

	Expectations for further communication of SRUP expectations and protocols
	

	Communication protocols (hazard notification etc up/down  into various organizations represented and between various owners and users)
	

	other

	
	

	
	



Completed By:________________________Date:	
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