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General Provisions 
1.1 Introduction 
This catalogue is an internal reference document for signage typically used on Forest Service Roads 
(FSRs). It is not a prescriptive manual, and the absence of a sign from this manual does not indicate 
that it may not be used on FSRs. Application of the information contained herein requires professional 
judgment of the responsible Ministry Engineer or Engineering Officer. 

This is not a regulatory document. The term “should” indicates recommended practice, not a 
mandatory requirement. 

Some signs in this catalogue are adopted from the Traffic Signs & Pavement Marking - Province of 
British Columbia (gov.bc.ca) for ease of ordering and driver recognition. 

1.2 Requirement of Signs 
Traffic signs are essential to ensure the safe and orderly movement of vehicles. They provide: 

• Information for safe navigation, directions, destinations, and points of interest. 
• Guidance on regulations that apply at specific locations or times. 
• Warnings about hazards that may not be obvious to road users. 

An effective sign should: 
• Fulfill a clear need. 
• Command attention and respect. 
• Convey a simple, unambiguous message. 
• Allow adequate time for the driver to respond. 

To achieve these objectives, signs must have carefully considered messages, a uniform design, 
appropriate sizing, and consistent application and placement. Incorrect placement, contradictory 
information, or inappropriate use of standard signs can confuse drivers. Excessive or improper sign 
use can also reduce driver compliance and respect for signage.  

While some signs in this catalogue are adopted from Ministry of Transportation and Transit (MOTT) 
standards, the purpose of signs on FSRs is very different from on public highways. Signs on FSRs are 
not intended to prescribe the minutiae of road user behaviour or to indicate every potential hazard, 
and should only be used to meet a regulatory requirement or to establish or reinforce critical safety 
information. 

1.3 Sign Installation 
Signs must not be installed on a Forest Service Road right-of-way without District Manager approval. 
Commercial signage is generally not permitted. 

https://www2.gov.bc.ca/gov/content/transportation/transportation-infrastructure/engineering-standards-guidelines/traffic-engineering-safety/traffic-signs-markings#regulatory
https://www2.gov.bc.ca/gov/content/transportation/transportation-infrastructure/engineering-standards-guidelines/traffic-engineering-safety/traffic-signs-markings#regulatory
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Permanent signs must be attached with non-corrosive fasteners to prevent discoloration. When 
multiple signs are placed on a single post, the lower sign must be mounted beneath the upper sign, 
with no overlap. 

1.4 Anti-graffiti Coating 
Anti-graffiti coating prolongs the life of the signs and makes it easier to remove graffiti. However, 
coating increases the cost of signage. 

It is recommended that FSR name and road entry signs be ordered with anti-graffiti coating. Coating 
is optional on other signage, but when close to population centres or areas where there is a likelihood 
of graffiti problems, it prolongs sign life. 

1.5 Functional Groups of Signs 
The Manual of Uniform Traffic Control Devices for Canada (MUTCD) defines five primary classifications of 
signs. For this catalogue, they are grouped as follows: 
 

MUTCD for Canada FSR Sign Catalogue FOR Sign Catalog 
Regulatory Regulatory Signs Notify drivers of traffic regulations not otherwise 

apparent. Non-compliance is a legal offense. 
Parking & Stopping 
Signs 

Sub-class of regulatory signs to control where 
drivers stop and park for their safety. 

FOR F-Series Signs Some signs have regulatory purpose. 
School/Pedestrian School Signs Indicate areas of potential conflicts between 

industrial traffic and school buses/pedestrians. 
Warning Warning Signs Highlight recurring hazardous or dangerous 

conditions on or near the road. 
FOR F-Series Signs Some signs have warning purpose. 

Temporary 
Conditions 

Construction and 
Maintenance Signs 

Used during road work. May be classified as 
Regulatory or Warning signs. 

FOR F-series Signs Some signs have temporary conditions purpose. 
Information 
 

Information Signs Provides road information to drivers. 
FOR F-Series Signs Some signs have information purpose. 
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MOTT – Regulatory Signs 
Regulatory traffic control signage shall conform to the Ministry of Transportation and Transit, for 
refence the relevant signs are contained within this section of the FOR-sign catalog. For additional 
information or further signage please see the Manual of Standard Traffic Signs & Pavement Markings 
MOTT. 

Colors Substrate Font 
B – Black 
R – Red 
W – White 

AL – Aluminum ClearviewHwy 

 

Sign blank dimensions: 

 

    

  

SB-31 SB-43 

SB-19 SB-25 

SB-35 SB-52 

SB-30S SB-29 

https://www2.gov.bc.ca/gov/content?id=1A1A0365920C4E12A3D24CCE3DC70251
https://www2.gov.bc.ca/gov/content?id=1A1A0365920C4E12A3D24CCE3DC70251
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MOTT R – Stop & Yield Signs 
 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
R-001 Stop Sign (600X600) R/W SB-31 AL 
R-002 Yield Sign (750X650) R/W SB-43 AL 
R-001-Ta Multi-way 3-Way Tab (400X200) B/W SB-19 AL 
R-001-Tb Multi-way 4-way Tab (400X200) B/W SB-19 AL 

 

R-001 STOP 
The R-001 STOP sign is used to control right-of-way conflicts. Drivers encountering this sign must 
come to a complete stop before entering the intersection and may proceed only when it is safe to do 
so. 

R-002 YEILD 
The R-002 YIELD sign may be used to control right-of-way conflicts where full stop control is 
considered unnecessarily restrictive. Drivers approaching this sign must yield to traffic with the right-
of-way and stop, if necessary, before proceeding.  

R-001-Ta & R-001-Tb MULTI-WAY 
Used in conjunction with an R-001 STOP sign to indicate that all approaches to an intersection are 
required to stop. Provides clarity to drivers where right-of-way conflicts may otherwise occur.  

R-001 R-002 
R-001-Ta 

R-001-Tb 
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MOTT R – Maximum Speed Signs 
 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
R-004 Maximum Speed Sign (600X750) B/W SB–35 AL 
R-005 Maximum Speed Ends Sign (600X750) B/W SB–35 AL 

 

R-004 MAXIMUM SPEED 
The R-004 MAXIMUM SPEED sign establishes a regulatory speed zone under Section 4(b)(ii) of the 
Forest Service Road Use Regulation. The speed shown is the maximum lawful speed when conditions 
allow. 

R-005 MAXIMUM SPEED ENDS 
The R-005 MAXIMUM SPEED ENDS sign indicates the end of a posted maximum speed zone. Drivers 
may resume traveling at the statutory speed limit or the speed indicated by the next applicable 
regulatory sign, when conditions allow.  

R-004 R-005 



 Catalog of Forest Service Road Signs 
January 22, 2026 

6 

MOTT R – Bridge Regulation Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
R-024-1 Bridge Load Limit Sign (600X750) B/W SB-35 AL 
R-024-2 Bridge Axle Load Limit Sign (900X900) B/W SB-52 AL 
R-024-Ta Truck Maximum Speed Tab (600X450) B/W SB-30S AL 
R-024-Tb Km Ahead Tab (600X300) B/W SB-29 AL 
R-026 Protect Bridge Deck Sign (450X600) B/W SB-25 AL 
R-032 Bridge Closed Sign (600X450) B/W SB-30S AL 

 

R-024-1 BRIDGE LOAD LIMIT 
The R-024-1 BRIDGE LOAD LIMIT sign is used to restrict vehicle access to bridges where structural 
capacity requires a maximum gross vehicle weight limit, but no accompanying visual aid is desired on 
the sign. Where additional details are desired, the F-030-2 BRIDGE LOAD LIMIT or F-031-2 LIGHT 
BRIDGE LOAD LIMIT signs should be considered. This sign is meant to ensure protection of bridge 
integrity and compliance with limits established by a Ministry Engineer. 

R-024-2 BRIDGE AXLE LOAD LIMIT 
The R-024-2 BRIDGE AXLE LOAD LIMIT sign is used to restrict vehicle access to bridges where 
structural capacity requires a maximum gross vehicle weight limit and maximum axle load limits, but 
no accompanying visual aid is desired on the sign. Where additional details are desired, the F-030-2 
BRIDGE LOAD LIMIT or F-031-2 LIGHT BRIDGE LOAD LIMIT signs should be considered. This sign is 

R-026 R-032 

R-024-1 R-024-2 R-024-Tb R-024-Ta 
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meant to ensure protection of bridge integrity and compliance with limits established by a Ministry 
Engineer. 

R-024-Ta TRUCK MAXIMUM SPEED  
The R-024-Ta TRUCK MAXIMUM SPEED tab is installed in combination with an R-024 series sign where 
a reduction below the prevailing speed limit is considered necessary because of narrow bridge width 
or to reduce dynamic loading on the structure. 

R-024-Tb KM AHEAD 
The R-024-Tb KM AHEAD tab is installed in combination with an R-024 series sign to provide drivers 
with advance notice of a bridge load restriction. It ensures that drivers have adequate distance to 
adjust travel plans before reaching the restricted bridge. 

R-026 PROTECT BRIDGE DECK 
The R-026 PROTECT BRIDGE DECK sign is used to prohibit the use of tire chains, cleats, or other 
equipment that could damage bridge deck surface. 

R-032 BRIDGE CLOSED 
The R-032 BRIDGE CLOSED sign is used to indicate that a bridge is closed to all traffic due to unsafe 
conditions, maintenance, or structural failure.  
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MOTT R – Miscellaneous Regulatory Signs 
 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
R-012 Road Closed Sign (600X450) B/W SB-30S AL 
R-030 Road Load Limit Sign (600X750) B/W SB-35 AL 
R-043 Do Not Dump Refuse Sign (450X600) B/W SB-25 AL 

 

R-012 ROAD CLOSED 
The R-012 ROAD CLOSED sign is used to indicate that a road is temporarily closed to all traffic, except 
equipment working within the closed section. Closures may be due to construction, maintenance 
activities, or temporary emergency conditions. 

R-030 ROAD LOAD LIMIT 
The R-030 ROAD LOAD LIMIT sign is used when it is necessary to prohibit all traffic exceeding a 
specified maximum gross vehicle weight, but where no accompanying visual aid is desired on the 
sign. Where additional detail is desired, the F-030-1 ROAD LOAD LIMIT or F-031-1 LIGHT ROAD LOAD 
LIMIT signs should be considered. 

R-43 DO NOT DUMP REFUSE 
The R-043 DO NOT DUMP REFUSE sign is used to prohibit illegal dumping in areas where 
unauthorized disposal of refuse has been observed or is likely to occur. 

 

  

R-043 R-012 R-030 
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SB-25 

MOTT – Parking & Stopping Signs 
Parking and no stopping signs are used to inform drivers of where it is appropriate and safe to stop. 
They are also used to indicate hazards which would prevent a driver from being able to safely stop. 

Colors Substrate Font 
B – Black 
R – Red 
W – White 

AL – Aluminum ClearviewHwy 

 

Sign blank dimensions: 

 

 

 

 

   

SB-22 SB-23 
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MOTT P – No Stopping Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
P-058 No Stopping Directional Sign (450X450) B/R/W SB-23 AL 
P-062 No Stopping On Bridge Sign (450X600) B/R/W SB-25 AL 
P-066-1 No Stopping Avalanche Area Sign (450X600) B/R/W SB-25 AL 
P-066-2 No Stopping Mud Slide Area Sign (450X600) B/R/W SB-25 AL 
P-066-6 No Stopping Slide Area Sign (450X600) B/R/W SB-25 AL 
P-066-7 No Stopping Flash Flood Area Sign (450X600) B/R/W SB-25 AL 
P-066-8 No Stopping Rockfall Area Sign (450X600) B/R/W SB-25 AL 
P-066-T Next ( ) km Tab (450X300) B/W SB-22 AL 

 

P-058, P-062, & P-066 Series NO STOPPING 
These series of signs are used to designate areas where stopping is prohibited due to hazardous 
conditions. They should be posted on both sides of the hazard area facing the direction of travel. The 
P-058 NO STOPPING DIRECTIONAL sign can have neither, one, or both arrows included to suit the 
application. When the extent of the hazard is not immediately apparent, the P-066-T NEXT () KM tab 
should be installed to indicate the length of the no-stopping zone.  

P-062 P-066-1 P-058 

P-066-T P-066-8 P-066-7 P-066-6 

P-066-2 
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MOTT – Pedestrian & School Signs 
Pedestrian and school signs are used to inform drivers of school bus stop locations. 

Colors Substrate Font 
B – Black 
R – Red 
W – White 
Y - Yellow 

AL – Aluminum ClearviewHwy 

 

Sign blank dimensions: 

 

 

 

 

   

SB-40 SB-29 SB-53 
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MOTT PS – School Bus Route Signs 
 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
PS-008 School Bus Stop Ahead Sign (750X750) B/R/Y SB-40 AL 
PS-008-Ta ( ) m Tab (600X300) B/Y SB-29 AL 
PS-009 Do Not Pass when Lights Flashing 

Sign 
(900X1200) B/R/W/Y SB-53 AL 

PS-010 School Bus Turn Ahead Sign (750X750) B/Y SB-40 AL 
 

PS-008 & PS-008-Ta SCHOOL BUS STOP AHEAD 
The PS-008 SCHOOL BUS STOP AHEAD sign warns drivers of the presence of school bus stops and the 
possibility of children and/or parked vehicles on the road. This sign should be installed in advance of 
all school bus stops on FSRs. When the FSR is one-lane two-way, the sign should be installed facing 
each direction of travel. 

The PS-008-Ta ( ) m tab should be mounted below the PS-008 sign when the distance from the PS-008 
sign to the school bus stop location exceeds reasonable driver expectations for the road speed. 

PS-009  DO NOT PASS WHEN LIGHTS FLASHING 
The PS-009 DO NOT PASS WHEN LIGHTS FLASHING sign informs drivers that passing a school bus 
with flashing red lights is prohibited. This sign should be installed at every school bus stop location on 
FSR, facing each direction of travel. 

PS-010  SCHOOL BUS TURN AHEAD 
The PS-010 SCHOOL BUS TURN AHEAD sign warns drivers of a location where school buses regularly 
turn onto and off of an FSR. This sign should be installed in advance of any such location where 
sightlines do not permit clear view of the entrance/exit location.   

PS-008 

PS-008-Ta 

PS-009 PS-010 
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MOTT – Warning Signs 
As with the regulatory signs, the warning signs conform to the Ministry of Transportation and Transit 
signage manual.  

Colors Substrate Font 
B – Black 
W – White  
Y – Yellow 

AL – Aluminum ClearviewHwy 

 

Sign blank dimensions: 

 

  

SB-34 SB-40 SB-51 SB-35 

SB-23 SB-29 SB-18 SB-22 
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MOTT W – Curve & Alignment Warning Signs  
 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-001L/R Curve Sign (600X600) B/Y SB-34 AL 
W-002L/R Sharp Curve Sign (600X600) B/Y SB-34 AL 
W-003L/R Reverse Curve Sign (600X600) B/Y SB-34 AL 
W-004L/R Switchback Sign (600X600) B/Y SB-34 AL 
W-005L/R Winding Road Sign (600X600) B/Y SB-34 AL 
W-006 Concealed Crossroad Sign (600X600) B/Y SB-34 AL 
W-007 Concealed Side Road Sign (600X600) B/Y SB-34 AL 
W-062 Chevron Sign (600X750) B/Y SB-35 AL 

 

W-001 to W-005 CURVE & ALIGNMENT 
The W-001 to W-005 CURVE & ALIGNMENT signs are used to warn drivers of the severity and direction 
of a change in roadway alignment. The signs are ordered with an arrow that indicates whether the 
curve is to the left or right. For multiple-turn signs (W-003, W-005), the first turn in the roadway 
determines the arrow configuration. 

Curve warning signs should only be used on FSRs in cases where curves or curvilinear sections are 
unexpected and/or present significantly more danger compared to what is typical for the rest of the 
road.  Accompanying roadway limitation signage may be appropriate when curve warning signs are 
installed. 

W-001 W-002 W-003 W-004 

W-005 W-062 W-006 W-007 
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W-006 & W-007 CONCEALED ROAD 
The W-006 and W-007 CONCEALED ROAD signs warn drivers of hidden or unusual conditions ahead, 
particularly where the sight distance is inadequate for drivers to respond to vehicles entering from a 
side road. 

W-062 CHEVRON 
The W-062 CHEVRON sign provides drivers with additional guidance regarding changes in the 
horizontal alignment of the roadway. Multiple W-062s are meant to be placed along the outside edge 
of the curve, with two signs at a time fully visible to drivers coming from each direction. 
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MOTT W – Railway Grade Crossing Signs 
 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-010-1 Railway Crossing Ahead Sign (750X750) B/Y SB-40 AL 
W-010-2L/R Railway Crossing Ahead Sign (750X750) B/Y SB-40 AL 
W-011 Stop Ahead Sign (750X750) B/R/Y SB-40 AL 
W-022 Advisory Speed Tab (450X450) B/Y SB-23 AL 

 

W-010 RAILWAY CROSSING AHEAD 
The W-010 RAILWAY CROSSING AHEAD series is used to warn drivers of an upcoming railway grade 
crossing on the road. The applicable sign variant is used to meet regulatory requirements around 
sightlines and/or vehicle speeds on the approaches to grade crossings, when required. A W-022 
ADVISORY SPEED tab is required below the sign. 

W-011 STOP AHEAD 
The W-011 STOP AHEAD sign is used to warn drivers of an upcoming R-001 STOP sign and is required 
when the stop sign is not visible throughout the stopping sight distance of the road. This includes the 
approach to railway grade crossings that are outfitted with stop signs. 

W-022 ADVISORY SPEED 
The W-022 ADVISORY SPEED tab is used to indicate the recommended safe speed for negotiating a 
hazard, or when traffic speed must be reduced to meet a regulatory requirement including on 
approaches to railway grade crossings. It must be mounted below the sign indicating the hazard, 
including a W-010 series sign. 
 

W-010-1 W-010-2 W-011 

W-022 
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MOTT W – Checkerboard Warning Signs 
 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-014 Road Termination Sign (750X750) B/Y SB-40 AL 
W-015 Abrupt Turn Sign (750X750) B/Y SB-40 AL 
W-016 T Intersections Sign (750X750) B/Y SB-40 AL 

 

W-014 ROAD TERMINATION 
The W-014 CHECKERBOARD sign is used to warn drivers of the termination of the road. It provides 
clear visual indication that the roadway does not continue beyond the point of installation. 

W-015 ABRUPT TURN 
The W-015 ABRUPT TURN sign is used to warn drivers of an abrupt change in alignment at a sharp 
turn or curve. The sign may be oriented to indicate either a left or right configuration. 

W-015 signs may be installed alone or in combination with a W-054 OBJECT MARKER and other 
warning signage to emphasize a very abrupt change in alignment. 

W-016 T INTERSECTIONS 
The W-016 T INTERSECTION sign is used at “T” intersections. It provides clear direction to drivers 
approaching from the roadway forming the stem of the “T,” indicating that the through movement is 
not permitted and that drivers must turn left or right.  

W-014 W-015 W-016 
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MOTT W – Roadway Limitation Warning Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-018 Advance Low Clearance Sign (750X750) B/Y SB-40 AL 
W-019 Low Clearance Sign (900X600) B/Y SB-51 AL 
W-021 Slow Sign (600X600) B/Y SB-34 AL 
W-023 Sunburst Advisory Speed Sign (750X750) B/Y/W SB-40 AL 
W-024 Advisory Distance Tab (450X450) B/Y SB-23 AL 
W-026 Road Narrows Sign (750X750) B/Y SB-40 AL 
W-051-T One Lane Tab (600X300) B/Y SB-29 AL 

 

W-018 ADVANCE LOW CLEARANCE 
The W-018 ADVANCE LOW CLEARANCE sign is used to provide advance warning of restricted 
overhead clearance at bridges, underpasses, or other structures. It indicates the maximum vertical 
clearance available ahead. 

W-018 

W-019 

W-021 W-023 

W-024 
W-026 

W-051-T 
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This sign must always be used in combination with the W-019 LOW CLEARANCE sign at the structure 
itself. 

W-019 LOW CLEARANCE 
The W-019 LOW CLEARANCE sign is installed at the location of a bridge, underpass, or other structure 
with restricted overhead clearance. It specifies the maximum vertical clearance available at that point. 

W-109 signs must always be used together with a W-018 ADVANCE LOW CLEARANCE sign.  

W-021 SLOW 
The W-021 SLOW sign is warranted where the advisory or safe speed for negotiating a hazard is lower 
than the posted speed limit or, if no speed limit is posted, use the sign to warn drivers about hazards 
that are difficult to recognize in time to adjust their speed. 

W-023 SUNBURST ADVISORY SPEED 
The W-023 SUNBURST ADVISORY SPEED sign warns drivers of an especially hazardous roadway 
section ahead, where a reduced speed is strongly recommended. It is used in place of the W-021 
SLOW sign where warranted. A W-022 ADVISORY SPEED tab must be attached at the center of the 
sign. 

W-024 ADVISORY DISTANCE 
The W-024 ADVISORY DISTANCE tab informs drivers that the hazard identified by the associated 
warning sign extends for 2 km or more. The distance shown must be expressed in whole kilometres 
(multiples of 1 km), and the tab must be mounted immediately below the Warning sign and/or tab 
that it supplements. 

W-026 & W-051-T ROAD NARROWS & ONE-LANE 
The W-026 ROAD NARROWS sign is used to warn drivers of a roadway narrowing at a specified 
location. It indicates that reduced lane width or restricted clearance should be expected ahead. 

The W-051-T ONE LANE tab should be mounted below the sign when the approach roadway is two-
lane two-way, but the narrow roadway is one-lane two-way. 
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MOTT W – Steep Terrain Hazard Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-029-1 Steep Grade Sign (750X750) B/Y SB-40 AL 
W-029-1T Trucks Gear Down Tab (600X300) B/Y SB-29 AL 
W-042-1 Rockfall Sign (750X750) B/Y SB-40 AL 
W-042-1T No Stopping Tab (600X300) B/Y SB-29 AL 
W-032 Slide Area Sign (600X600) B/Y SB-34 AL 
W-033 End of Slide Area Sign (600X600) B/Y SB-34 AL 

 

W-029 STEEP GRADE 
The W-029-1 STEEP GRADE sign warns drivers of steep roadway grades ahead that require additional 
caution, particularly for large trucks or heavy vehicles. This sign should only be used for sustained 
grades of 18% or greater, or when a switchback or other road hazard may be encountered prior to 
trucks recovering from the grade. It may be accompanied by a W-029-1T TRUCKS GEAR DOWN tab.  

W-042 ROCKFALL SYMBOL 
The W-042-1 ROCKFALL SYMBOL sign is used to alert drivers to areas with potential rockfall hazards 
from upslope terrain. This sign is also used where rockfall mitigation is in progress or where 
mitigation is not feasible. It should be accompanied by a W-042-1T NO STOPPING tab. 

W-032 & W-033 SLIDE AREA 
The W-032 and W-033 SLIDE AREA signs indicate locations prone to landslides. These signs warn 
drivers to exercise caution in areas susceptible to slope instability or debris movement.  

W-032 

W-033 

W-042-1 W-029-1 

W-029-1T W-042-1T 
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MOTT W – Surface Condition Warning Signs 
 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-041-1 Slippery Surface Sign (750X750) B/Y SB-40 AL 
W-041-1Ta Bridge Ices Tab (600X300) B/Y SB-29 AL 
W-041-1Tb Road Ices Tab (600X300) B/Y SB-29 AL 
W-041-1Td Slippery When Frosty Tab (600X300) B/Y SB-29 AL 
W-041-1Te Slippery When Wet Tab (600X300) B/Y SB-29 AL 

 

W-041-1 SERIES SURFACE CONDITION 
The W-041-1 SLIPPERY SURFACE sign is used to inform drivers in advance of sections of roadways and 
bridges which become hazardous under wet or cold climatic conditions. The appropriate tab for 
conditions encountered must be used with this sign. 

The W-041-1 SURFACE CONDITION tab series is used to inform drivers about how the road surface 
responds under different conditions. It supplements the W041-1 sign to provide additional 
information regarding surface characteristics. 

  

W-041-1Te 

W-041-1Ta 

W-041-1Td 

W-041-1Tb W-041-1 
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MOTT W – Bridge Warning Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-051 Narrow Structure Sign (750X750) B/Y SB-40 AL 
W-054-D Object Marker Double object (300X900) B/Y SB-18 AL 
W-054-R Object Marker Right (300X900) B/Y SB-18 AL 
W-054-L Object Marker Left (300X900) B/Y SB-18 AL 
W-115-1 Metal Bridge Deck Sign (600X600) B/Y SB-34 AL 
W-115-1-T Metal Bridge Deck Tab (450X300) B/Y SB-22 AL 
W-115-4 Bridge Expansion Joint Sign (600X600) B/Y SB-34 AL 
W-115-4-T Bridge Expansion Joint Tab (450X300) B/Y SB-22 AL 

 

W-051 NARROW STRUCTURE 
The W-051 NARROW STRUCTURE sign warns drivers of a short road section or structure ahead that is 
narrower than the approach roadway. It must be installed in advance of bridges, tunnels, and other 
narrow structures. 

A W-051-T ONE LANE tab should be mounted below the sign when the approach roadway is two-lane 
two-way, but the narrow road section or structure is one-lane two-way. 

W-051 W-054 D 

W-054 R W-054 L 

W-115-1 

W-115-1T 

W-115-4 

W-115-4T 
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W-054 OBJECT MARKERS 
The W-054 DOUBLE OBJECT MARKER and W-054 L/R LEFT/RIGHT OBJECT MARKERS warn drivers of 
objects or obstructions on or encroaching upon the roadway. These markers must be used in 
situations such as the ends of bridge posts, and the end of guardrail flares or barrier treatments. 

The W-054-L indicates an obstruction on the driver’s left, and the W-054-R indicates an obstruction on 
the right. Where traffic may pass on both sides of an obstruction, a W-054-D DOUBLE OBJECT marker 
is required. 

W-115-1 METAL BRIDGE DECK  
The W-115-1 sign warns drivers, particularly cyclists, of a bridge ahead with a metal deck that may be 
slippery. The W-115-1-T METAL BRIDGE DECK tab should be mounted below the sign. 

W-115-4 BRIDGE EXPANSION JOINT 
The W-115-4 sign warns drivers of an uneven bridge deck caused by expansion joints. It alerts drivers 
to adjust speed and exercise caution when crossing the bridge. The W-115-4-T BRIDGE EXPANSION 
JOINT tab should be mounted below the sign. 
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MOTT W – Livestock Warning Signs 
 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-063-2 Watch for Livestock Sign (750X750) B/Y SB-40 AL 
W-063-3 Cattleguard Location Sign (750X750) B/Y SB-40 AL 
W-064-9 Horses Sign (750X750) B/Y SB-40 AL 
W-064-10 Cattle Sign (750X750) B/Y SB-40 AL 
W-064-11 Horse And Rider Sign (750X750) B/Y SB-40 AL 
W-064-11T Livestock Advisory Tabs (600X300) B/Y SB-29 AL 

 

W-063-2 WATCH FOR LIVESTOCK 
The W-063-2 WATCH FOR LIVESTOCK sign warns drivers of domesticated animals that may stray onto 
or gather on the roadway in open-range areas. W-064-11T ADVISORY DISTANCE tab is mounted below 
the sign to indicate the length of the open-range section. For open-range sections longer than 5 km, 
additional W-063-2 signs (without distance tabs) should be installed approximately every 3 km. This 
sign alerts drivers to exercise caution for cows, horses, or other domesticated animals. 

W-063-3 CATTLEGUARD 
The W-063-3 CATTLEGUARD sign warns drivers of the presence of cattle guards on the roadway. If 
sight conditions require a reduction in speed of 20 km/h or more, a W-022 ADVISORY SPEED tab 
should be mounted below the sign. This sign is intended to reduce the risk of accidents at cattle 
guard locations. 

W-064-9 & 10 LIVESTOCK 
The W-064 LIVESTOCK series signs indicate locations where livestock frequently occupy or cross the 

W-063-3 W-063-2 

W-064-11Tc 

W-064-9 W-064-10 

W-064-11 W-064-11Tb W-064-11Ta 



 Catalog of Forest Service Road Signs 
January 22, 2026 

25 

roadway. For infrequent crossings, permanent signage is not required. Temporary signs including the 
C-180 CATTLE DRIVE sign may be placed by the owner while animals are crossing or during drives. 
This sign ensures drivers are aware of potential livestock at designated locations. W-064-11Ta 
CROSSING or W-064-11Tc ADVISORY DISTANCE tabs should be used as appropriate. 

W-064-11 HORSE AND RIDER 
The W-064-11 HORSE AND RIDER sign warns drivers of potential horseback riders on the roadway. It 
is intended for roadways where horseback riding is known to occur. The sign should be installed 
immediately prior to the start of any roadway used for horseback riding. W-064-11Ta CROSSING or W-
064-11Tb SHARE THE ROAD tabs should be used as appropriate. 
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MOTT W – Wildlife Warning Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-063-1 Watch For Wildlife Sign (750X750) B/Y SB-40 AL 
W-064-2 Deer Warning Sign (750X750) B/Y SB-40 AL 
W-064-3 Mose Warning Sign (750X750) B/Y SB-40 AL 
W-064-4 Elk Warning Sign (750X750) B/Y SB-40 AL 
W-064-5 Caribou Warning Sign (750X750) B/Y SB-40 AL 
W-064-6 Sheep Warning Sign (750X750) B/Y SB-40 AL 
W-064-7 Goat Warning Sign (750X750) B/Y SB-40 AL 
W-064-8 Bison Warning Sign (750X750) B/Y SB-40 AL 

 

W-063 & W-064 SERIES WATCH FOR WILDLIFE 
The W-063 WATCH FOR WILDLIFE sign is a general wildlife warning and may be used in areas with a 
demonstrated increased in wildlife incidents, but where no specific animal represents the primary 
hazard. It alerts drivers to exercise caution for all types of wildlife that may be present on or near the 
roadway. The W-064 series of signs is used to warn drivers of specific wildlife hazards such as deer, 
moose, elk, etc. These signs should be installed where a particular animal represents the primary 
hazard. They provide targeted guidance to drivers to adjust driving behavior for specific animal 
crossing areas. 

W-063 & W-064 series signs are often accompanied by a W-024 ADVISORY DISTANCE tab to indicate 
the extent of the hazard zone. drivers  

W-063-1 

W-064-4 

W-064-3 W-064-2 

W-064-5 

W-064-1 

W-064-8 W-064-7 
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MOTT W – Hazards on Road Warning Signs  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
W-106 End Avalanche Area Sign (750X750) B/Y SB-40 AL 
W-121 Road Subject to Flooding Sign (750X750) B/Y SB-40 AL 
W-125 Vision Limited Sign (600X600) B/Y SB-34 AL 
W-314 Farm Vehicle Sign (750X750) B/Y SB-40 AL 
W-320 Road Subject to Dense Fog Sign (750X750) B/Y SB-40 AL 

 

W-106 END AVALANCHE AREA 
The W-106 END AVALANCHE AREA sign indicates to drivers that they are leaving a designated 
avalanche hazard area. It marks the point beyond which the road is no longer considered at risk from 
avalanches. This sign should be used when the end of the no stopping zone indicated by a P-066-1 
sign is not readily apparent to road users.  

W-121 ROAD SUBJECT TO FLOODING 
The W-121 ROAD SUBJECT TO FLOODING sign warns drivers of potential roadway flooding ahead. It 
should be installed on roads where flooding occurs frequently or seasonally, and only where the 
condition cannot be corrected due to technical or financial limitations. The sign alerts drivers to 
exercise caution and adjust speed accordingly. 

W-314 W-320 

W-121 W-125 W-106 
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W-125 VISION LIMITED 
The W-125 VISION LIMITED sign warns drivers of limited sight distance ahead due to physical 
obstructions, such as adverse vertical or horizontal alignment, or other intrusions into the driver’s 
sight triangle. The sign alerts drivers to reduce speed and exercise caution. 

W-314 FARM VEHICLES 
The W-314 FARM VEHICLES sign warns drivers that farm vehicles may be crossing the road or 
traveling along the shoulder for short distances when moving between fields. It is intended to alert 
drivers to adjust speed and be prepared for slow-moving agricultural equipment. 

W-320 ROAD SUBJECT TO DENSE FOG 
The W-320 ROAD SUBJECT TO DENSE FOG sign warns drivers of the potential hazard of dense fog on 
the roadway. It should be used in areas prone to frequent dense fog, such as valleys or near bodies of 
water where foggy conditions are common, alerting drivers to reduce speed and increase caution. 
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MOTT – Construction Signs 
Construction signs are used to inform drivers of temporary conditions that affect their behaviour and 
that impact the safety of workers on or near the road. These signs have been grouped by general 
function but can be used for multiple purposes. 

Depending on site conditions and the length of time that they need to be in place, construction signs 
can be placed in/on stands or may be temporarily mounted to signposts or trees. 

Colors Substrate Font 
B – Black 
Or – Orange 
W – White 

AL – Aluminum ClearviewHwy 

 

Sign blank dimensions: 

 

 

 

 

   

SB-40 

SB-29 SB-30S SB-30 

SB-37 
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MOTT C – Construction Site Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
C-003 Survey Crew Sign (750X750) B/Or SB-40 AL 
C-003-A Survey Crew Ahead Sign (750X750) B/Or SB-40 AL 
C-004 Crew Working Sign (750X750) B/Or SB-40 AL 
C-018-1A Construction Ahead Arrow Sign (750X750) B/Or SB-40 AL 
C-029 Prepare to Stop Sign (750X750) B/Or SB-40 AL 
C-051 Bridge Repair Sign (750X750) B/Or SB-40 AL 
C-061 Closed Tab (750X300) B/Or SB-37 AL 
C-185-5Tb Slow Tab (600x300) B/Or SB-29 AL 

C-003 C-003-A PS-004 
  

C-018-1A C-029 C-
 

C-061 C-185-5Tb 



 Catalog of Forest Service Road Signs 
January 22, 2026 

31 

 

C-003 & C-003-A SURVEY CREW SERIES 
The C-003 SURVEY CREW sign warns drivers of the presence of a survey crew and equipment on the 
road. This sign should be mounted in/on stands on either side of active survey sites. The C-003-A 
SURVEY CREW AHEAD sign is intended to be placed ahead of active survey sites on FSRs with high 
speed limit and/or high public use.   

C-004 CREW WORKING 
The C-004 CREW WORKING sign warns drivers of the presence of work crews on the road. This sign 
should be mounted to signposts or trees, or in/on stands, on either side of active construction sites. 

C-018-1A CONSTRUCTION AHEAD ARROW 
The C-018-1A CONSTRUCTION AHEAD ARROW sign warns drivers of an upcoming construction site 
ahead on the road. This sign is intended to be placed ahead of active construction sites on FSRs with 
high speed limit and/or high public use. 

C-029 PREPARE TO STOP 
The C-029 PREPARE TO STOP sign warns drivers that there is construction or another temporary 
condition on the road that may require them to stop. This sign is intended to be used on FSRs with 
high speed limit and/or high public use. 

C-051 BRIDGE REPAIR 
The C-051 BRIDGE REPAIR sign warns drivers that there is active work on the bridge that it is posted 
near to. This sign may be supplemented with a C-061 CLOSED tab or C-185-5TB SLOW tab to give 
further direction to drivers.  

C-061 CLOSED 
The C-061 CLOSED tab informs drivers that the road is closed due to the construction or road 
condition indicated on the primary sign that it supplements. This tab is meant to be mounted below 
that sign. 

C-185-5Tb SLOW 
The C-185-5Tb SLOW tab informs drivers that the road is open, but that they must proceed at a slow 
speed through the construction or road condition indicated on the primary sign that it supplements. 
This tab is meant to be mounted below that sign.  
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MOTT C – Advance Warning/Detour Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
C-005-A Detour Ahead Arrow Sign (600X450) B/Or SB-30S AL 
C-005-B Detour Route Sign (600X400) B/Or SB-30 AL 
C-005-C End Detour Sign (600X400) B/Or SB-30 AL 
C-005-LR Detour w/Arrow Double-Sided Sign (600X450) B/Or SB-30S AL 
C-006-A Detour Ahead Arrow Diamond Sign (750X750) B/Or SB-40 AL 
C-006-LR Detour w/Arrow Double-Sided 

Diamond Sign  
(750X750) B/Or SB-40 AL 

C-030-6A Road Closed Ahead Arrow Sign (750X750) B/Or SB-40 AL 

C-030-6A 

C-005-A C-005-B C-005-C 

C-005-LR1 C-006-A 

C-006-LR 
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C-005-A & C-005-LR1 DETOUR ARROW SERIES 
The C-005-A DETOUR AHEAD ARROW & C-005-LR DETOUR WITH ARROW DOUBLE-SIDED sign are used 
to inform drivers of the alignment of a detour route. They are intended to be mounted on signposts 
or trees at the start of a detour route and when a detour route crosses road junctions where the path 
forward may not be clear to drivers, especially on detours with high public use. The C-0050-LR sign is 
double-sided, with a left arrow on one side and a right arrow on the other. 

C-005-B & C-005-C DETOUR ROUTE SERIES 
The C-005-8 DETOUR ROUTE AND C-005-C END DETOUR signs may be used when detour routes are 
long or when it may be unclear to drivers if the detour route has ended. They are intended to be 
mounted on signposts or trees and are primarily intended for detours with high public use. 

C-006 SERIES DETOUR ARROW DIAMOND 
The C-006-A and C-006-LR signs are diamond-shaped versions of the corresponding C-005 signs. They 
are meant to be used in the same way but can be mounted on stands instead of signposts or trees. 

C-030-6A ROAD CLOSED AHEAD ARROW 
The C-030-6A ROAD CLOSED AHEAD ARROW sign warns drivers that the road ahead is closed 
temporarily due to construction or some other condition, often a natural hazard occurrence, road 
damage, or special events. It is typically accompanied by other signage giving more information. That 
other signage may be in the same location as the C-030-6A, at the start of the road system, at detour 
points, and/or at the location of the closure.  
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MOTT C – Road Narrows Signs 
 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
C-030-7A One Land Road Ahead Sign (750X750) B/Or SB-40 AL 
C-134 Road Narrows Sign (750X750) B/Or SB-40 AL 
C-135-Ta One Lane Tab (600X300) B/Or SB-29 AL 

 

C-030-7A ONE LANE ROAD AHEAD 
The C-030-7A ONE LANE ROAD AHEAD sign is used to warn drivers that a section of two-lane two-way 
road ahead is reduced to a one-lane two-way road due to construction or a temporary change to the 
road condition. 

C-134 & C-135-Ta ROAD NARROWS & ONE-LANE 
The C-134 ROAD NARROWS sign is used to warn drivers of a roadway narrowing at a specified 
location. It indicates that reduced lane width or restricted clearance should be expected ahead due to 
construction or a temporary change to the road condition. 

The C-135-Ta ONE LANE tab should be mounted below the sign when the approach roadway is two-
lane two-way, but the section of temporarily narrowed roadway is one-lane two-way. A C-185-5Tb 
SLOW tab may also be mounted below the C-135-Ta ONE LANE tab, if necessary.  

C-030-7A C-134 C-135-Ta 
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MOTT C – Slow Vehicle Signs 
 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
C-044 Slow Vehicle Next (chalkboard) km 

Sign 
(750X750) B/Or SB-40 AL 

C-045-1A Slow Vehicle Ahead Arrow Sign (750X750) B/Or SB-40 AL 
 

C-044 SLOW VEHICLE NEXT (CHALKBOARD) km 
The C-044 SLOW VEHICLE NEXT (CHALKBOARD) km sign warns drivers that there is a slow vehicle on 
the FSR and allows the operator to write the appropriate distance. This sign should be used when a 
grader is working, or when special vehicle configurations with speeds significantly lower than those 
expected on the road are using the FSR. 

C-045-1A SLOW VEHICLE AHEAD ARROW 
The C-045-1A SLOW VEHICLE AHEAD ARROW sign warns drivers that they are entering the work zone 
of a slow vehicle. This sign should be used when a grader is working, and the sign should be moved 
along the road as the grader progresses.  

C-044 C-045-1A 
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MOTT C – Road Damage Signs 
 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
C-059-1 Road Flooded Sign (750X750) B/Or SB-40 AL 
C-059-2 Washout Sign (750X750) B/Or SB-40 AL 

 

C-059-1 ROAD FLOODED 
The C-059-1 ROAD FLOODED sign warns drivers that the road is temporarily flooded. It may be 
supplemented with further information as needed, including the C-061 CLOSED tab or C-185-5Tb 
SLOW tab. 

C-059-2 WASHOUT 
The C-059-2 WASHOUT sign warns drivers of a washout. It may be supplemented with further 
information as needed, including the C-061 CLOSED tab or C-185-5Tb SLOW tab.  

C-059-1 C-059-2 
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MOTT C – Special Event Signs 
 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
C-180 Cattle Drive Sign (750X750) B/Or SB-40 AL 
C-080-Tb Special Event Speed Zone Tab (600X300) B/W SB-29 AL 

 

C-180 CATTLE DRIVE 
The C-180 CATTLE DRIVE sign warns drivers of an active cattle drive on the FSR. It may be 
supplemented with further information as needed, including the C-061 CLOSED tab or C-185-5Tb 
SLOW tab. When cattle occupy or cross the road frequently, a W-064-10 CATTLE sign with relevant 
tabs should be used instead. 

C-080-Tb SPECIAL EVENT SPEED ZONE 
When a speed limit has been put in place on an FSR for a special event, the C-080-TB SPECIAL EVENT 
SPEED ZONE tab may be used below a R-003 MAXIMUM SPEED sign to indicate the reason that the 
speed limit was established.  

C-180 C-080-Tb 
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MOTT – Information Signs 
Information signs are used to provide drivers with information that is helpful but is not regulatory or 
warning in nature. 

Colors Substrate Font 
B – Black 
W – White 

AL-Aluminum ClearviewHwy 

 

Sign blank dimensions: 

 

 

 

 

   

SB-38 
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MOTT I – Turnout Signs 
 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
I-071-1 Pullout ( ) m Ahead Sign (750X600) B/W SB-38 AL 
I-071-2 L/R Pullout Sign (750X600) B/W SB-38 AL 

 

I-071-1 PULLOUT ( ) m AHEAD 
The I-071-1 PULLOUT ( ) m AHEAD sign informs drivers that a turnout is located a certain distance 
ahead, as indicated by the number specified for the sign. This sign may be used in locations where 
the distance to the next turnout is critical safety information for drivers, including on one-lane two-
way sections of otherwise two-lane two-way FSRs with high public use. 

I-071-2 PULLOUT 
The I-071-2 PULLOUT sign indicates the location of a turnout, with the arrow pointing in the relevant 
direction. This sign may be used in locations where the location of the turnout is critical safety 
information for drivers, including one-lane two-way sections of otherwise two-lane two-way FSRs with 
high public use. 

  

I-071-2 I-071-1 
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SB-57 

SB-35 SB-25 

SB-15 SB-22 

SB-55 SB-30S 

FOR – Radio Communication Signs 
Radio communication signs are developed specifically by the Ministry of Forests (FOR) to provide 
drivers with information about the radio channel in use on a Forest Service Road and indicate when a 
call is required. These signs have both regulatory and information classifications. 

A FOR sign must be installed at the start of an FSR system where there is potential for public or 
multiple industrial users, ensuring that all road users are aware of the required communication 
procedures before entering the system. 

Colors Substrate Font 
B – Black 
Bl - Blue 
R – Red 
W – White 
Y – Yellow 

AL – Aluminum 
PLY – Plywood 
 

ClearviewHwy 

Sign blank dimensions: 

SB-F-## indicates a sign blank specifically for FOR signs that are not in the standard MOTT sign blank 
document. 

 

 

 

 

  

SB-F-01 SB-
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FOR F – Road Name Signs 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-001-1 FSR Name Sign Type 1 (1200x600) Bl/Go/W SB-F-01 AL 
F-001-2 FSR Name Sign Type 2 (1200x600) Bl/Go/W SB-F-01 PLY 
F-001-3 FSR Name Sign Type 3 (450x150) Bl/Go/W SB-01A AL 
F-002 Road Communication Sign (1200x1200) B/R/W/Y SB-57 AL 

 

F-001 SERIES FSR NAME 
F-001 FSR NAME series signs are to be used at the main access(es) or the start of a Forest Service 
Road. The corresponding F-005 RADIO CHANNEL tab is to be mounted below the road name sign to 
indicate the radio channel to be used on the road. An F-006 RADIO PROCEDURES sign may also be 
mounted to give radio calling guidance, especially on FSRs with high public use. 

F-002 ROAD COMMUNICATION 
The F-002 ROAD COMMUNICATION sign may be used to at the entry to radio-controlled or radio-
assisted Forest Service Roads, as a condensed alternative to an F-001 series primary sign with 
supporting radio channel and calling procedure signage. 

  

F-001-1 F-001-2 

F-002 

F-001-3 
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FOR F – Radio Information Signs 
 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-005-1 Radio Channel Tab Type 1 (1200x300) B/Y SB-55 AL 
F-005-2 Radio Channel Tab Type 2 (1200x300) B/Y SB-55 PLY 
F-005-3 Radio Channel Tab Type 3 (450x300) B/Y SB-22 AL 
F-006 Radio Procedures Sign  (1200x600) B/R/W/Y SB-F-01 AL 
F-007 Reduced Radio Reception 

Sign 
(600x450) B/R/W SB-30S AL 

 

F-005 SERIES RADIO CHANNEL 
The F-005 RADIO CHANNEL series signs are used to indicate the designated radio channel for an FSR. 
The type of sign to be used is based on the type of F-001 series road entry sign that it is matched with. 

F-006 RADIO PROCEDURES 
The F-006 RADIO PROCEDURES sign may be used at the entry to an FSR to provide additional 
information on radio calling procedures. 

F-007 REDUCED RADIO RECEPTION 
The F-007 REDUCED RADIO RECEPTION sign warns drivers that the upcoming section of the FSR has 
reduced radio channel reception. It alerts drivers to exercise caution and be prepared for potential 
communication limitations over the specified distance. 

  

F-005-1 

F-007 

F-005-3 F-005-2 

F-006 
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FOR F – Must Call Signs 
 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-010-1 Junction Must Call Sign Type 1 (600X750) B/W SB-35 AL 
F-010-2 Junction Must Call Sign Type 2 (600X750) B/W/Y SB-35 AL 
F-011-1 Must Call Sign Type 1 (600X750) B/W/Y SB-35 AL 
F-011-2 Must Call Sign Type 2 (600X750) B/W SB-35 AL 

 

F-010 SERIES JUNCTION MUST CALL 
F-010 JUNCTION MUST CALL signs are installed at junction points where a driver entering the FSR can 
turn either ‘UP’ or ‘DOWN’ the road. They indicate that a radio call is required to ensure safe 
coordination with other road users at these decision points. 

F-011 SERIES MUST CALL 
F-011 MUST CALL signs are installed at points along an FSR where a radio call is required, and can 
include the entrance. These signs inform drivers that a radio call is required prior to proceeding. 
  

F-011-2 F-011-1 F-010-2 F-010-1 
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FOR F – Kilometre Boards 
 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-015-1 Km Board w/ FSR Name and Dir (450x600) B/Y SB-25 AL 
F-015-2 Km Board w/ FSR Name (300x300) B/Y SB-15 AL 
F-015-3 Km Board w/ Dir (300x300) B/Y SB-15 AL 

 

F-015 SERIES KILOMETRE BOARD 
F-015 KILOMETRE BOARD series are used to indicate location on radio-assisted and radio-controlled 
FSRs. Sign placement should follow the call pattern for the  FSR, with minor deviations in spacing 
permitted based on the judgment of the Engineering Officer. 

  

F-015-1 F-015-2 F-015-3 
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SB-35 SB-25 

FOR – General Signage 
FOR general signage is meant to provide drivers with additional, specific information that is not 
covered by typical MOTT signage. This signage category is considered to have multiple MUTCD 
classifications.  

Colors Substrate Font 
B – Black 
Bl - Blue 
Go – Gold 
R – Red  
W – White 
Y – Yellow 

AL – Aluminum 
CO – Chloroplast 

ClearviewHwy 

 

Sign blank dimensions: 

SB-F-## indicates a sign blank specifically for FOR signs that is not in the standard MOTT sign blank 
document. 

 

 

 

 

 

 

 

 

  

SB-36 SB-40 

SB-F-01 

SB-36S SB-53 

SB-23 



 Catalog of Forest Service Road Signs 
January 22, 2026 

46 

FOR F – Road Entry Signs 
 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-020-1 Industrial Road Maintenance Sign (1200x600) B/R/W/Y SB-F-01 AL 
F-020-2 Wilderness Road Maintenance Sign (1200x600) B/R/W/Y SB-F-01 AL 
F-021 Maximum Speed Sign (1200x600) B/R/W SB-F-01 AL 

 

F-020 SERIES ROAD MAINTENANCE LEVEL 
The F-020-1 INDUSTRIAL ROAD MAINTENANCE sign is used to indicate that the road is maintained to 
an industrial standard, and not to a public highway standard. It is intended to set an appropriate 
baseline expectation for drivers and is recommended to be installed at the entrance to FSRs with high 
public use and/or with high incidence of road condition complaints. 

The F-020-2 WILDERNESS ROAD MAINTENANCE sign is used to indicate that the road is maintained to 
a wilderness standard and may not be passable to vehicles. It is intended to set an appropriate 
baseline expectation for drivers and is recommended to be installed at the entrance to FSRs where 
the maintenance level has recently changed and/or with high incidence of road condition complaints. 

F-021 MAXIMUM SPEED 
The FI-040 MAXIMUM SPEED sign is used to inform drivers of the statutory speed restrictions 
established by the Forest Service Road Use Regulation. It is recommended to be installed at the 
entrance to FSRs with high public use. 

  

F-020-2 F-020-1 F-021 
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FOR F – Road Access State Signs 
 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-025 Road Deactivated Sign (600x1200) B/Y SB-36S CO 
F-026 Road Closed Sign (600x1200) R/W SB-36S CO 
F-027 Road Closure Notice Sign (600X750) B/Y SB-35 CO 

 

F-025 ROAD DEACTIVATED 
The F-025 ROAD DEACTIVATED sign is used to indicate that the road has been physically deactivated 
and is to be posted at the start of the deactivated section. 

F-026 ROAD CLOSED 
The F-026 ROAD CLOSED sign is used to indicate that the road has been closed and that there is no 
longer safe vehicular access beyond that point. 

F-027 ROAD CLOSURE NOTICE 
The F-027 ROAD CLOSURE NOTICE sign is used to indicate that the road is or will be closed for a short 
period. It is meant to be temporarily installed at all entrances to the FSR system that the closure will 
affect.   

  

F-025 F-026 F-027 
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FOR F – Load Limit Signs 
 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE (cm) COLOURS SB# SUBSTRATE 
F-030-1 Road Load Limit Sign (600X900) 

(900X1200) 
B/W 
B/W 

SB-36 
SB-53 

AL 
AL 

F-030-2 Bridge Load Limit Sign (600X900) 
(900X1200) 

B/W 
B/W 

SB-36 
SB-53 

AL 
AL 

F-031-1 Light Road Load Limit Sign  (600X750) B/W SB-35 AL 
F-031-2 Light Bridge Load Limit Sign (600X750) B/W SB-35 AL 

 

F-030 SERIES LOAD LIMIT 
F-030-1 ROAD LOAD LIMIT and F-030-2 BRIDGE LOAD LIMIT signs are to be used on the approach to 
structures or short road sections where the load limit is deemed to be important information, and 
where significant amounts of detail regarding vehicle and equipment configurations are desired. 
Where less detail is desired, the R-024-1 BRIDGE LOAD LIMIT, R-024-2 BRIDGE AXLE LOAD LIMIT, or R-
030 ROAD LOAD LIMIT signs should be considered.  

Given the amount of information on the signs, the appropriate size depends on the design speed of 
the FSR. The larger sign should be used for design speeds over 50 km/h or when driver behaviour 
warrants.  

F-031 SERIES LIGHT LOAD LIMIT 
F-031-1 LIGHT ROAD LOAD LIMIT and F-031-2 LIGHT BRIDGE LOAD LIMIT signs are to be used on the 
approach to structures or short road sections where the load limit is light and deemed to be 
important information. These signs depict a passenger vehicle to assist drivers in understanding the 
load limit. Where no visual aid is desired, the R-024-1 BRIDGE LOAD LIMIT or R-030 ROAD LOAD LIMIT 
signs should be considered.   

F-031-2 F-030-2 F-030-1 F-031-1 
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FOR F – Road Hazard Caution Boards 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-035-1 Avalanche Hazard Sign (600X750) B/R/W/Y SB-35 CO 
F-035-2 End of Avalanche Area Sign (450X600) B/Y SB-25 CO 
F-036 Upslope Hazards Sign (600X750) B/R/W/Y SB-35 CO 
F-037 Caution Recent Wildfire Sign (600x1200) B/Bl/Go/R/W/Y SB-36S AL 
F-038 Steep Grade Warning Sign (450X600) B/Y SB-25 CO 

 

F-035 SERIES AVALANCHE HAZARD 
The F-035-1 AVALANCHE HAZARD sign is a large, graphic, and chloroplast alternative to the P-066-1 
NO STOPPING AVALANCHE AREA sign. 

The F-035-2 END OF AVALANCHE AREA sign is a chloroplast alternative to the W-106 END AVALANCHE 
AREA sign. 

F-037 

F-038 F-035-2 

F-036 F-035-1 
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F-036 UPSLOPE HAZARDS 
The F-036 UPSLOPE HAZARDS sign is a large, graphic, and chloroplast alternative to many of the P-066 
series signs. It is used to indicate locations where drivers should not stop due to upslope geohazards. 

F-037 CAUTION RECENT WILDFIRE 
The F-037 CAUTION RECENT WILDFIRE sign is used to indicate that the road has been impacted by 
wildfire and to warn drivers to use increased caution. 

F-038 STEEP GRADE WARNING 
The F-036 UPSLOPE HAZARDS sign is a generic, chloroplast alternative to the W-029-1 STEEP GRADE 
sign. It is used to indicate locations where drivers should not stop due to upslope geohazards. 
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FOR F – Miscellaneous 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SIGN DESCRIPTION SIZE COLOURS SB# SUBSTRATE 
F-045 No Entry Contact District Sign (600X1200) B/R/W SB-36S AL 
F-046 Fish Stream Name Sign (450x600) B/Bl/Go/R/W SB-25 AL 
F-047 Bridge Removed (750X750) B/Y SB-40 AL 
F-048-1 Overhead Powerlines Sign (750X750) B/Y SB-40 AL 
F-048-2 Overhead Powerlines w/Height Sign (750X750) B/Y SB-40 AL 
F-049-1 Gate Ahead Sign (750X750) B/Y SB-40 AL 
F-049-2 Gate No Parking Sign (450X450) B/R/W SB-23 AL 

F-048-1 F-049-1 

F-047 

F-048-2 

F-046 F-045 

F-049-2 
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F-045 NO ENTRY CONTACT DISTRICT 
The F-045 NO ENTRY CONTACT DISTRICT sign is to be used at the entrances to gravel pits, quarries, 
storage yards, or other auxiliary locations on FSRs where entrance to the public is discouraged. 

F-046 FISH STREAM NAME 
The F-046 FISH STREAM NAME sign may be mounted at the ends of bridges that cross fish-bearing 
streams. The sign is intended to provide information to drivers and to remind all road users and 
maintainers of the presence of aquatic habitat. 

F-047 BRIDGE REMOVED 
The F-047 BRIDGE REMOVED sign is intended to be posted at locations where a major crossing has 
been deactivated and where the public may attempt to cross the stream. 

F-048 SERIES OVERHEAD POWERLINES 
The F-048-1 OVERHEAD POWERLINES sign warns drivers that powerlines cross the running width of 
the FSR. The F-048-2 OVERHEAD POWERLINES W/HEIGHT sign provides this warning along with the 
height of the lines above ground and may only be used when the height is known.  

F-049-1 GATE AHEAD 
The F-049-1 GATE AHEAD sign warns drivers that there is a gate across the road ahead.  

F-049-2 GATE NO PARKING 
The F-049-2 GATE NO PARKING sign is used to discourage drivers from parking in front of gates on 
FSRs. It is a more specific version of the P-058 NO STOPPING DIRECTIONAL sign. 
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