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Ministry of Forests 
SOP-03 

Cross Drain Culvert Repair or Replacement 
 
Purpose 
Cross drain culvert maintenance is required to maintain safe travel conditions and effective surface 
water management on resource roads. Maintenance activities may include debris or ice removal, 
repair of culvert inlets and outlets, and culvert replacement. Cross drain culverts convey surface 
runoff across road prisms and are critical to preventing erosion, sinkholes, and road surface failures. 
 
Scour, altered drainage patterns, and depressions in the road surface may indicate culvert failure and 
must be addressed promptly. Although cross drain culverts are not typically located in streams, all 
drainage systems are connected to downstream waterbodies. Preventing sediment delivery to 
sensitive aquatic environments is therefore essential. 

Stop Work Conditions 
Immediately cease operations and notify your Supervisor and the Ministry Representative if any of the 
following conditions occur: 

• Fish or amphibians are observed in or near the work area, or vegetation clearing is required 
during the breeding bird window. 

• Weather or site conditions may result in adverse environmental impacts. 
• A traffic accident or near miss with another vehicle 
• Contact is made with utility infrastructure (e.g., power poles, lines, gas facilities) 
• A previously unidentified environmental or archaeological feature is discovered 
• A fuel spill occurs: 

o Stop work and ensure the site is safe 
o Initiate containment and cleanup 
o Report spills immediately if: 

 Any volume enters a waterbody 
 Fuel spills greater than 100 litres on land 
 Contact Emergency Management BC (EMBC) at 1-800-663-3456 

 

Best Practices 
1. Planning 
• Activities must be authorized in the current FSR Road Maintenance Plan under the 

Coordinating Registered Professional. Consult the Professional of Record (POR) for site-specific 
direction. 

• Confirm that the culvert is a cross drain and not located in a stream. Do not replace stream 
culverts without consulting a qualified professional. 

• Work may proceed without additional consultation only where there is an immediate threat to 
road integrity, environmental protection, or public safety. 

• Review site-specific conditions including fire danger rating, presence of amphibians or other 
species of concern, vegetation clearing requirements, and bird nesting windows. 
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• Ensure all required materials and equipment are available prior to mobilization, including 
replacement culverts or sections, couplers, bolts, culvert markers, erosion control materials, 
signage, seed, and straw bales. 

• Ensure all equipment is clean, leak free, and equipped with a fully stocked spill kit. 

2. Environmental Protection 
Site Preparation & Minimization 

• Minimize the construction footprint to reduce site restoration requirements. 
• Remove brush and small trees from ditches and around culvert inlets and outlets as required 

for function and visibility. 
• Do not conduct work during heavy rainfall or when site conditions could cause adverse 

environmental impacts. 
Culvert & Blockage Management 

• Use steam or heat to remove ice from culverts. Do not chip or force ice from culverts. 
• Use the least invasive method to remove blockages and allow water to drain slowly. 
• Use ditch blocks to direct water into culvert inlets. 

Ditch & Drainage Maintenance 
• Maintain functioning ditches and settlement ponds to support culvert performance. 
• Install and maintain culvert settlement ponds where soils are highly erodible. 

Spoil & Sediment Management 
• Place spoil material at least 30 m from streams and watercourses on flat ground, and seed 

disturbed areas. 
• Direct sediment-laden water to settling areas before re-entering natural drainage. 

Erosion & Armouring 
• Armour culvert outlets to prevent erosion of exposed soils. 
• Use clean rip rap of appropriate size where additional armouring is required. 
• Install erosion and sediment control measures as required and remove non-biodegradable 

materials once the site is stabilized. 
Fuel & Equipment Management 

• Limit refueling and fuel storage to at least 30 m from streams. 

3. Safety Requirements 
• When operations pose a hazard to road users, prepare and implement a traffic management 

plan, and post appropriate safety signage.  
• Operators shall announce their location and movements on the designated road radio channel 

and monitor traffic. 
• Do not leave open excavations or unmarked berms that may pose a hazard to traffic or remain 

overnight. 
• All workers must wear appropriate personal protective equipment (PPE) for the task and site 

conditions. 

4. General Requirements 
• Ensure ditches are cleaned and shaped to provide effective drainage. 
• Clean or install tail ditches to direct water away from the road prism. 
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• Replace culvert ends or entire culverts where damage restricts flow or creates a hazard to road 
users.  

• If applicable, install or maintain culvert markers where maintenance equipment may contact 
culvert ends. 
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